lsover SAFE USE INSTRUCTION S SHEET

SAINT-GOBAIN
1. PRODUCT AND COMPANY ID ENTIFI CATION
Geneic prod uct name : STONEWOOL
Remmmended use :  Thermal, acaistical and fire-resisting techni@l inaulation for HYAC ard industrial
installation
Producer . Saint-Gobain Construction Products CZ a.s.
Pocernicka 272/96, 108 03 Praha 10 Tel.: +420 296 411 735
Fax +420 296 411 736
Email:
Emergencytelephone number D +420 224 919293
2. HAZARDS IDENTIFICATION
Mostimportant hazards : There 8 no Hazard statemet assaciatedwith this prodict
Specific hazards : non applicable
3. COMPOSITION /INFORMATI ONS onINGREDIENTS
Substance C.AS. Amount Classification and labelling Classification and labelling
number® | weight (%) (Regulation (CE) n°1272/2008) (Eur opean dir ediv e 67/548/EEC)™
Stone wool ™V over B % Not classfied @ Not classified
terpdymer 2%
binder Not clasified Not classified

(1): Man-madevitreous &ilicaté fibres with random aientation with alkaline oxide and akali earth oxide (Na20+K20+CaO-+MgO+Ba0) content greater than
18% by weight and fulfilling ore of the nota Qcorditions

(2): C.A.S.: Chemical Abstract Srvice

(3): Non classified H351 “suspected of causing cancer”. Stone fibres ae not classfied carcinogenic aacording to the note Q of the Directive 97/69/EECard the
regulation n°® 122/2008 (page 335 of the JOCE L353 of Decembe 31, 2008)

(4): Where sibstances ae classfied in accordance with Reaulation (EC) No 1272/2008 during the period fromiits entry into force until 1 Decemter 2010, that
classficaion may be addedin the safty data sheet together with the classfication in accordance with Directive 67/548EEC. Fom 1Decembe 2010 unil
1 June 2015, the safty data steets for sulstances shdl contain the classfication according to both Directive 67/548/EEC and Regulation (EC) No
1272/2008 (art. 57 of Regulation (CE) 1272/2008, Cffi cial journal L353, p.27)

Possble facing materials: aluminium or non-woven textil e (fabric)

! The European Regulation (ER) on Chanicals N° 1907/2006 (REACH) enforced on June 1% 2007 requires Mateial Safety Data
Sheet(MSDS) only for hazardous substances ard mixturedpreparaions. Stone wool products (panelsor rolls), are articles under
REACH and therefore, MSDS s not legally required Newertheless,Sant-Gobain Construction Products CZ adecidesto provide

its customers with the appropriate information for assuring safe handling and use of stone wool through this Safe Use Instructions

Sheet.
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4. FIRST AID M EASURES

Information according to the different exposure route:

- Inhalation : remove from exposure. Rnsethe throat and blow nose toclear dugt

- Skin contact . If mechanicalirritation occurs, remove contaminated clothing and wash skn gertly with cold waterand saap.
- Eyes montact :rinse alundantly with waterfor at leastl5 minutes

- Ingestion . Drink plenty of waterif acddentdly ingested.

If any advesereadion or discomfort continuousfrom any of the albve exposure, seek medical professonal advise

5. FIRE FIGHTING MEASURES

Suitable extinguishing media Products do not posea fire hazard in useg however, some padaging mateials or facingsmay be
combustible.
Sutable extinguishing meda: water, foam, carbon dioxide (CQ) and dry powder.
In large fires in poorly ventiated areas or involving packagng maerials respratary protedion /
breathing apparatis may berequired.
Products of combustion from product and packagng - carbam dioxide, carbax monoxide and some
trae gasessuch as anmonia, nitrogen oxidesand voktile organic sulstances

6. ACCIDENTAL RELEASE MEASURES

Persond precautions : in case of presaice of high concentrations of dust, use the same persoml protective
equipment asmertionedin section 8.

Environmental protection > not relevant

M ethods for cleaning up : Vacuum cleaneror dampendown with water sgray prior to brushing up.

7. HANDLING and STORAGE

Handling
- Technicalmeasures : no specific measure. Use preferably a knife. If a power tool, it must be equipped
with efficient air suction.
- Precautions : Ensue adequate \entilation of workplace. e section 8
- Sde handling advice . Avoid unne@ssay handing of unwrappedproduct. See seiion 8.
Storage
- Technicalmeasures : No specific meaure, palletised products should be stared in accadarnce with
(Storage order) guidarce steet andsitespecfic risk asgssment
- Suitable storage condition : Storage coditions ae spedfiedin Product data shee
- Incompatible materials : hone
- Packaging material : delivered packed in polyethylere fil m or wrappedin gretch film on wooden pdlet
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8. EXPOSURE CONTROLS / PER®ONAL PROTECTION

Exposure Limit Value : Nonre & Europeanlevel.
CzechRepublic limits: 4 mg/m? for total dus. 1 fibre/ml

Exposure corirols . No specifc regquirements
Individual protecton equipments
- Respiratay protection : When working in unventilated area or during operations which can

gererate emission of any dust, wear disposable face mas. Type in
accordance \vith EN 149FFP1is recomnended

- Hard protection . Gloves toavoid itching in canformity with EN 38

- Eyes protection : Wea goggles when working overhead Eye protection to EN 166 is
advisel

- Skin protection . Coverexposedskin

- Hygienemeasires : rinse n cold waterbefore washing

The following sertence and pctograms are grinted on paclaging

“The mechanical effect of fibres in contact with skin may cause temporary itching”

=

S
mm

: . : r Cover exposed skin.
Ventilate working area if possible Waste should be disposed When working in unventilated area
of according to local regulations wear disposable face mask

1] © £
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Wear goggles when working overhead

Clean area using vacuum equipment Rinse in cold water before washing
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9. PHYSICAL and CHEMICAL PROPERTIES

Physical state

Form

Colour

Odour

pH

Boiling point

Flash point
Flammability
Explosive properties
Density

Water solubility

Fat solubility

Othersinformation

: sdid

: panelsor matsmadeof fibrous mateial
: yellowish grey

: odourless

: not gplicable

: not gplicable

: not gplicable

: none fireprod material)

: not gplicable

: upto 250 kg/m®

: geneally chemically inert and insoluble in water.

: not gplicable

Approximate Length weight geanetric mean diameter of fibres: 3a 5um

L ength weight geometric mean diameter less 2gtandard errors*: <6 pm

Orientation of fibres

: rardom

*: Regulation (EC) 1272/2008, notaR

10. STABILITY AND REACTIVITY

Stability Binder will stat to deconpose around 200°C
Dangerousreactions Nonre innormal conditionsof use
Hazard ous decamposition products : Demmposition of binder araund 200°C producescarton dioxide and some

trace gases.The duration and amount of releas is dependant upon the
thickness of the inaulation, binder content and the temperature applied.
During first heaing, good ventilation or appropriate persaa protection
equipment are required.

11. TOXICOLOGICAL INFORMATION

Acute effect

Carcinogenic effect

The nmedanical effed of fibres in contad with the sin can cause atemporary itching.

Classification nat apgicable for stone wools in this produd; in accordarce with the directive
97/69/EC ard European Regilation 1272/2008, notaQ. (SeeSection 15)
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12. ECOLOGICAL INFORMATION

This prodict isnot expectedto cawsesham to arimals or plantsduring normal conditions d use.

13. DISPOSAL CONSIDERATI ONS

Waste fom resdues . Dispose @ in accodancewith regulations and proceduresin force incountry
of use @ disposal.

Dirt y packaging : dispose d in accardancewith locd regulations.

Code from EuropeanWaste Catalogue 1170604

14. TRANSPORT INFOMATION

International regulations : no specific regulations

15. REGULATORY INFORMATION

The European directive 97/69/EC replacedby the regulation (EC) n° 1272/2008 conceming the classification, labelling and
packagng of the substanceand the mixtures doesnot classify store fibresas hazardous, if they arein compliance with the note Q
of this Regulation.

The nde Q species hat dassification as cacinogeric does nat apply if:

- a dhort-tem biopersistencetest ty inhalaton has shavn that fibres lorger than 20um have aweight half life lessthan 10 days, a
- a short-term biopersistence test intratracheal indillation hasshown fibreslonger than 20 um have a weighted half lif e lessthan
40 days, or

- anappopriate irtrajperitoneal testhas sown no eviderce of exces carcirogenicity, or

- a glitable long term inhalation testhas sown alsernce d relevart pathogenicity or neoplastc changes
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16. OTHER INFORMATION

The stone woal fibres of this product are exonemted from the carcinogenic classification accading to the Europeandirective
97/69/CE aml the Reguation (EC) 1272/2008 if they fulfil one of the critefa of thenotaQ of these tgts.

All products manufactured ty SaintGaobain Construction Products CZ aase made of non-classfied fibres ad are ettified by
EUCEB.

EUCEB, European Certification Board of Stone Wool Products - www.ewceborg, is a voluntary initiative by the stone wool
industry. It is an indeperdent certification auhority that guaranteesthat products are made of fibres, which comply with the
exameration citeria for carcinogenidty (Note Q)of the Diredive 97/69/EC and the Regulation (EC) 1272/2008.

To ensure thatfibrescomply with the exoneration criteria all testsand supervision procedires are caried out by independert, expert
qualified institutions. BJCEB ersuresthat he poducers of stonewool have put in place self-control measures.

The stae wool producers comnit to EUCEB to:

*  suyply sampling and aralysis reportsestablshed by labaataries recognizedby EUCEB, proving that the fibres comply with
one d the four criteria of exoneraton desribed inNote Q d the Directive 97/99EC,

. be controlled, twice per year, of eachproduction unit by an indeperdent third party recognized by EUCEB (sampling and
conformity to the iritial chemical canposition),

. put in place procediresof internal self-control in each praduction unit.

The poducts repondng to the BJCEB cettification are recognized by the EUCEB logo put an the packaging.

Moreover, in 2001, the International Agency for Researchon Cancer, re-evaluatedand redassified store wool (insulation glas
wool, rock(stane) wool and slagwool) from Group 2B (possibly carcinogenic) to Group 3 « agait which camot be classfied asfor
their carcinogenicity to humans». (See Mongyraph Vol 81, http://monographsiarc.fr/)

EUCEB is an ISO 9001:2000 certified as®ciation.

Person who wish to obtain more detailed information have to contact the producer (address on the first page of this sheet).

Information given in this document is on the state of our knowledge regarding this material as of December 15", 2009.
It isgiven in good faith.

The attention of users is drawn to possible risks taken when the product is used for other application than the ones it has been
designed for.
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