
ISOVER PROFI FASSADE DECOR

COMPOSITION
It is a product based on silicone dispersions and special 
additives.

AREAS OF USE
It is recommended for the decorative and protective 
finishing of external mineral surfaces – thermal 
insulation systems with mineral wool or polystyrene, 
lime and cement plasters, concrete, etc.
It is used in the system, together with Isover Profi 
Fassade Fix adhesive, Isover Profi Fassade mineral wool, 
Isover Profi Fassade Mesh and Isover Profi Fassade 
Prime primer. It can be colored according to the 
selection of colors from the Isover Profi Color palette, 
guaranteeing lasting color stability.

HOW TO USE

   Application of base coat:
• apply a layer of ISOVER PROFI FASSADE PRIME, 
silicone primer, as such, or diluted max. 10%, colored in 
a shade close to the decorative plaster.

   Decorative plaster application:
• it is applied manually, in a single layer, or mechanized, 
to a thickness equal to the plaster granulation, then it is 
troweled with a plastic trowel, straight or round, in the 
case of structured plaster, or only round, in the case of 
plasters granules.
• apply without interruption, using the "wet on wet" 
method, to avoid the appearance of unsightly spots.
• it is not recommended to re-apply the product over 
an already applied surface, in order to carry out repairs 
and corrections, because the respective areas will stand 
out in the general appearance of the finish.

Advantages
• High vapor permeability
• Reduced risk of cracks
• Increased adhesion to the support
• Colors resistant over time
• Easy to apply, manual and mechanized
• It is part of the thermal system created especially 

for mineral wool - ISOVER PROFI FASSADE THERM

SUPPORT LAYER
It will be applied over external mineral surfaces, 
thermal insulation systems, lime and cement plasters, 
concrete, which have previously been primed with 
Isover Profi Fassade Prime.

SUBSTRATE SURFACE PREPARATION
• New surfaces are left to mature (to dry) for a 

minimum of 7 days, in the case of thermo-systems, 
or a minimum of 28 days, in the case of mineral 
plasters. In the event of the appearance of 
efflorescence, effective action is taken to remove it, 
before priming.

• Old, already covered surfaces that show cracks will 
be repaired using Isover Profi Fassade Fix adhesive. 
The repaired surface is allowed to dry for 3-4 days 
and primed as with new surfaces. If the surface has 
irregularities, they will be sanded beforehand.



ISOVER PROFI FASSADE DECOR

SAFETY INSTRUCTIONS
Consult the safety data sheet before using the product. 
As personal protection, the use of protective gloves is 
recommended.

CONSUMPTION
• 1.8-2.2 kg/m² extra-fine grain 1 mm R055
• 2.4-3.1 kg/m² fine grain 1.5 mm R955
• 3.3-3.8 kg/m² medium grain size 2 mm R855
• 1.8-2.4 kg/m² rolling granulation R655

The exact amount of consumption will be determined 
after an on-site test.

PACKAGING
Packaging: 25 kg bucket

STORAGE AND TRANSPORT
In the sealed original packaging, not exposed to bad 
weather, solar radiation or other heat sources, at 
temperatures between +5ºC and +30ºC; is at risk of 
frost deterioration.
Shelf life 24 months from the date of production.

Recommendations
The work will be performed at an air and substrate 
temperature of +5°C to +30°C.
Substrate humidity: max. 12%
Environmental humidity: max. 70%
Tools are cleaned with water immediately after 
application.
Do not apply in strong wind, rain or on surfaces 
exposed to direct sunlight.
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FEATURES AND PERFORMANCES (in accordance with SR EN 15824:2017)
1. Appearance Viscous, homogeneous paste

2. Adhesion to mineral support ≥ 0.3 MPa

3. Vapor permeability V1 (high)

4. Water absorption W2 (medium)

5. Reaction to fire B-s2, d0

6. Dangerous substances See Safety Data Sheet

http://www.isover.ro/
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